


Natural Stones are mined from the Earth and are natural 
products. Avoid harsh cleaners or abrasives containing lemon 
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cleaning, use a soft cloth with a mild liquid soap and warm 
water. To remove soap scum, use a non-acidic soap scum 
remover. Spills should be wiped up quickly to prevent staining. 

Non-polished materials and darker colors require more frequent 
cleaning as they show dirt, dust and marks easier than lighter 
color patterns. Use hot pads and trivets with heat generating 
appliances, as well as cutting boards, place mats and coasters to 
protect your seams and surface from discoloration, scratches 
and staining.

The maximum unsupported overhang for a 3CM Natural Stone 
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cabinets, walls, etc.). Additional support or brackets are 
required in other situations for safety concerns. Bracket 
supports should be placed 6” from each end, spaced up to 30” 
apart and extend to 3” - 6” from the edge.

Care
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and will be felt. Seams are more apparent on materials with 
texture and movement. All desired seam locations will be 
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size, layout, inherent material characteristics, installation 
requirements and safety.
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The water test is a quick, simple way to check your granite 
countertop seal. All you need to do is pour a small amount of 
water (about 3” in diameter) onto various sections of the 
counter and wait for a reaction. You can tell if the water has been 
absorbed into the stone because the granite will darken. The 
water should sit for 30 minutes when performing the test, but 
you may notice the granite  darkening more quickly if your seal 
has worn down. Most natural stones need to be re-sealed every 
1-2 years. 
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WE’RE READY TO BRING YOUR VISION TO LIFE!

All interior residential projects come with a lifetime guarantee on 
seam separation, voids in the seam adhesive and sink separation 
from integrated or undermount cutouts.
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